ABSTRACT: We demonstrate strong coupling between surface plasmon resonances and molecular vibrational resonances of poly(methyl methacrylate) (PMMA) molecules in the mid-infrared range through the use of grating coupling, complimenting earlier work using microcavities and localized plasmon resonances. We choose the period of the grating so that we may observe strong coupling between the surface plasmon mode associated with a patterned gold film and the CO vibrational resonance in an overlying polymer film. We present results from experiments and numerical simulations to show that surface plasmon modes provide convenient open cavities for vibrational strong coupling experiments. In addition to providing momentum matching between surface plasmon modes and incident light, gratings may also produce a modification of the surface plasmon properties, notably their dispersion. We further show that for the parameters used in our experiment surface plasmon stop bands are formed, and we find that both stop-band edges undergo strong coupling.
S trong coupling involving ensembles of molecules is an important light−matter interaction that is undergoing a dramatic increase in research activity, arising from two key phenomena associated with the strong coupling regime. First, strong coupling results in the formation of new hybrid (polariton) modes. This opens a way to alter energy levels and has sparked interest across a wide range of areas, from manipulating the emission of light by triplet states 1 and altering chemical reaction processes 2−5 to modifying exciton transport. 6 Recent work has also highlighted the important role played by the sub-band of vibrational states in strong coupling involving excitonic resonances. 7 In addition to their important role in excitonic strong coupling, vibrational resonances may themselves undergo strong coupling. This may be accomplished by placing the molecules in a confined light field that has a resonance at a suitable infrared frequency. This has already been demonstrated using planar microcavities 8−10 and using surface plasmon resonances, both propagating 11 and localized 12 to produce confined light fields. Here we investigate the strong coupling of vibrational molecular resonances with the infrared surface plasmon modes associated with metal surfaces. We make use of periodic grating structures to probe (momentum match to) the hybrid polariton modes that arise from such strong coupling. In addition to allowing momentum matching, the grating nature of the metallic surface also modifies the dispersion of the surface plasmon modes, introducing surface plasmon stop bands. 13−16 This extra degree of freedom allows us to make a first exploration of the interaction of surface plasmon stop bands and hybrid vibropolariton states produced via strong coupling.
Most experiments on strong coupling with ensembles of molecules involve planar microcavities, the molecules being placed between two mirrors that are either metallic 17 or based on distributed Bragg reflectors. 18 While very effective in producing strong coupling, planar microcavities do not allow easy access to the molecules they contain. The edges of such cavities can be accessed, 19 but it would be preferable to gain fuller access to the molecules involved. Surface plasmons provide an excellent alternative confined light field for strong coupling, 20 one that is broad-band in nature. Although strong coupling of surface plasmon modes to excitonic molecular resonances is well exploredindeed it goes back many years 21 strong coupling of vibrational resonances with the surface plasmon modes of planar metal films is much less explored. 11 Here, through a combination of experiment and numerical modeling, we show how surface plasmon modes may be strongly coupled with vibrational molecular resonances; our work builds on and extends recent theoretical work. 22 Figure 1(a) shows a schematic of the system we consider, a 1D gold grating on a silicon substrate, overlain with a film of the polymer poly(methyl methacrylate) (PMMA). Stripe arrays such as this are a convenient way to excite surface plasmons, allowing for propagating and localized surface plasmon modes; 23 they have previously been used in strong coupling experiments at visible frequencies to great effect.
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Figure 1(b) shows an infrared transmittance spectrum (FTIR) of a 2.0 μm thick PMMA film on a silicon substrate (no gold) where the CO bond resonance is present as a strong transmission minimum at ∼1732 cm . The sloping background to the data shown in Figure 1 (b) is a result of thin-film interference between the top of the PMMA and the surface of the silicon substrate.
■ RESULTS AND DISCUSSION
It is useful to first look at the modes supported by the structures we investigate, and this we did through a numerical simulation performed using the commercial finite-element software COMSOL. Specifically we looked at the transmission of a planar stack comprising a silicon substrate, a 100 nm gold film (the plasmon-supporting metal), a 2 μm layer of the polymer PMMA, and finally air as the superstrate. The transmittance was calculated as a function of frequency and inplane wavevector and is plotted on a color scale in Figure 2 . The surface plasmon modes can be seen as peaks in the transmittance for p-polarized (TM) incident infrared light, since plasmon modes on planar surfaces are p-polarized.
The gold/PMMA plasmon mode is clearly seen in Figure 2 and lies, as expected, between the air and the PMMA lightlines. Indeed, this plasmon mode always lies beyond the air light-line, and it is for this reason that some means of momentum matching is required if this mode is to be observed in a reflection/transmission experiment. This calculation also shows the splitting of the plasmon mode at a frequency equivalent to 1732 cm
, a direct result of the strong coupling Figure 1 . Schematic of sample geometry (a) and infrared absorption spectrum of PMMA (b). Top (a): Schematic of the gold grating samples used in this work. A gold grating was formed on top of a silicon substrate, upon which was deposited a layer of the polymer PMMA. Also shown is the plane of incidence; the green arrow represents the incident light direction, the black arrow the reflected direction. The polar angle θ, the azimuthal angle ϕ, and the angle of the plane of incidence β are as shown. For all measurements and calculations the incident IR light was TM polarized; that is, the electric field was in the plane of incidence. Bottom (b): Experimentally measured transmittance of a 2.0 μm thick planar layer of PMMA on a Si substrate. The strong, narrow absorption peak at 1732 cm −1 is due to the CO bond and is the molecular resonance employed in this work. The inset shows the molecular repeat unit of PMMA. represents the CO vibrational mode. Notice that the plasmon mode and the anticrossing with the molecular resonance are beyond the air light-line. Bottom (b): Here we have taken the data from (a) and superimposed a shifted and folded copy so as to produce a dispersion plot to give an idea of what we expect for a grating rather than a planar structure. The grating period was taken as 4.5 μm, for which k x /2π = 1/λ g = 2222 cm −1 . Here β = 0°and ϕ = 0°.
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Article interaction between the plasmon mode and the molecular vibrational resonance in PMMA. Recently Memmi et al. used prism coupling to provide momentum matching and thus probe the hybridization of surface plasmons with molecular vibrational resonances.
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Here we adopt an alternative approach, that of grating coupling. 25 We chose to make our grating in the form of a metal stripe array, i.e., a periodic sequence of metal strips; see Figure 1 . To facilitate coupling to the surface plasmon mode at convenient angles of incidence, we chose a period of 4.5 μm. Figure 3 shows results from calculations using COMSOL for the transmittance through a sample (where the gold film takes the form of a metallic stripe array (see Figure 1a) , the stripes having a width of 3.5 μm separated by a gap of 1.0 μm, the period was thus 4.5 μm). In panel (a) the transmittance is shown for a fixed angle of incidence (12°) as a function of frequency (wavenumber). Inflections can be seen at ∼1340 and ∼1890 cm ; these are due to second-and third-order diffraction into the silicon substrate, i.e., the silicon light-lines. The minimum-followed-by-maximum around ∼1700 cm −1 and again toward ∼2000 cm −1 are the +1 and −1 scattered surface plasmon modes. Whether transmittance maxima or minima (or both) are seen is a subtle matter, one that depends on the sample geometry and the optical setup. 26 In panel (b) the transmittance is shown as a function of frequency (cm
) and in-plane wavevector, k x (in the direction of the grating vector, i.e., normal to the grating grooves). The scattered surface plasmon modes are most clearly seen here by transmittance minima. Also shown are the relevant light-lines. For this calculation we set the oscillator strength of the vibrational resonance to zero, thereby allowing us to examine just the effect of the grating on the surface plasmon modes. We see that the scattered surface plasmon modes are now visible near normal incidence, as expected from Figure 2b .
Next we wished to see the effect of the vibrational resonance on the dispersion. To do this, we reintroduced the oscillator strength of the molecular (CO) resonance into our model (see the Methods section). The results of this calculation are shown in the left-hand panel of Figure 4 ; hybridization between the plasmon mode and the molecular vibrational resonance can now be seen. In addition we see that the unperturbed vibrational resonance is still clearly evident; this is the horizontal dark (low-transmittance) feature at 1732 cm Using FTIR we also acquired transmittance data from a sample nominally the same as that shown schematically in Figure 1 . In our sample the PMMA thickness was 1.5 μm. The results of these measurements are shown in Figure 4 (right half), where again transmittance is shown as a function of frequency (ω) and in-plane wavevector k x . Note that in Figure  4 the calculated data have been scaled by a factor of 0.2. This has been done to facilitate comparison of experimental and calculated data; in the experiment, the scattering nature of the rear side of the Si wafer used as a substrate reduces the overall measured transmittance. The first thing to note when comparing the experimental data with the calculated data is the broad agreement about the presence and extent of the anticrossing of the plasmon mode with the CO vibrational resonance. In addition, for k x ≈ 0, we see an additional small splitting of the surface plasmon mode, at a frequency of ∼1830 cm
Where scattered surface plasmon modes cross (on a dispersion diagram) stop bands may occur, their presence depending on the details of the grating profile. 13 Looking at the data in Figure 4 it appears that a surface plasmon stop band, around ∼1830 cm −1 , has been produced. To further investigate this, we measured the dispersion for a plane of incidence for which ϕ = 90°; such a configuration maps out the modes for which k x = 0, thus enabling the stop-band position to be tracked as a function of k y . Figure 5 (right half) is the result of such measurements. As a comparison, numerically calculated data for the same situation, i.e., ϕ = 90°, are shown in Figure 5 (left half). Both experimental data ) and in-plane wavevector k x . The period of the grating is 4.5 μm, chosen so that the ±1 grating coupled plasmon modes are seen to cross at ∼1732 cm −1 . The position of the vibrational mode is shown as a white dashed line. The oscillation strength of PMMA has been set to zero. The dashed blue and green lines are the ±1 scattered air and ±2,3 scattered silicon light-lines, respectively. The angle of incidence θ = 12°is indicated as a pink dotted line. The PMMA thickness is 1.5 μm, β = 0°, and ϕ = 0°.
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Article and calculated data show surface plasmon stop bands that gradually rise in frequency, as |k y | is increased away from zero, tracking the expected dispersion for this configuration, as given by the third-order scattered Si light-line (shown as a green dashed line in the figure) . Also evident in the experimental data in Figure 5 (and indeed in Figure 4) are additional vibrational resonances for frequencies around ∼1460 cm −1 . These are due to CH 3 and CH 2 resonances that are not included in the model we have used here; 27,28 see also Figure  1b .
A feature of surface plasmon stop bands and band gaps (a band gap implies that for some range of frequencies a stop band exists for all in-plane directions) is that coupling to the band edges is sensitive to the way the sample is illuminated. 13 To investigate this, we calculated the line spectra associated with the transmittance for normal incidence, i.e., θ = 0°, and near-normal incidence, β = 1°. These data are shown in Figure  6 . For these data the azimuthal angle was ϕ = 90°. We see that 
Article the transmittance minimum at 1800 cm −1 and associated with the lower surface plasmon stop band is visible for off-normal incidence (red curve) but not for normal incidence (blue curve). This is consistent with the symmetry of the charge and field distributions expected in this geometry. 13 Careful observation of the data in Figure 6 shows that something similar happens where the scattered plasmon modes cross at ∼1670 cm −1 . To be more accurate, the data in Figures 5 and 6 both show that the polariton modes (rather than simply the plasmon modes) exhibit stop bands. Extending these results by introducing a grating structure in the second (y) direction would offer the prospect of introducing a polariton band gap and would form a bridge between studies of strong coupling between molecular resonances and surface plasmons on planar surfaces and the strong coupling of molecular resonances with the lattice resonances associated with periodic arrays of metallic nanoparticles. 29−32 We also wanted to find out what happened to the two polariton stop-band edges under strong coupling. To do this, we again looked at the transmittance, for θ = 1°and ϕ = 90°, and varied the period of the grating. This approach has been used successfully before in explorations of strong coupling involving lattice resonances of periodic arrays. 33 We simulated the transmittance, again using COMSOL, varying the period, but keeping the spacing between the metallic elements fixed at 1 μm. The results of such calculations are shown in Figure 7 . We see that both the upper and lower band edge undergo an anticrossing. The associated field distributions, shown in Figure 8 , show the expected symmetry, 13 with the lower band edge having fields concentrated on the metal slab, while the upper band edge has field maxima over both metallic and gap regions. As an additional comment, we see in Figure 8 the reason that the low transmittance feature at the molecular resonance frequency (1732 cm −1 ) is always present (see Figures 3, 4 , and 5). There are regions on these samples where the field strength is minimal, so that molecules in these regions do not couple to the plasmonic modes and do not therefore undergo strong coupling, something that has been seen before for excitonic resonances.
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In summary we have demonstrated strong coupling between molecular vibrational resonances and surface plasmons in the infrared by exploiting grating coupling. We showed that in addition to enabling light to be coupled to the hybrid vibroplasmon polaritons, the grating nature of the surface also leads to the formation of polariton stop bands. We further showed that both upper and lower stop bands undergo strong coupling. A future study might extend our understanding by exploring the role of 2D periodic structures, e.g., to provide a full band gap. It would for example be interesting to see what happens if such a gap was centered around the frequency of the molecular vibrational resonance: would the strong coupling be completely blocked? Finally we might add that although we have used a stripe array, a metal film with a modulated surface profile should also work, 22 therefore enabling, for example, electrical access. These initial results on strong coupling involving plasmon band edges need following up with a more detailed investigation, one beyond the scope of the current report.
■ METHODS Sample Fabrication. One-dimensional grating structures were produced using electron beam lithography. PMMA (950k powder form) was dissolved in water at 9% concentration by weight and was subsequently spun at 4000 rpm to obtain the desired thickness. For the e-beam fabrication of the grating, an e-beam resist (PMMA: 950 K A9) was spun (4000 rpm) onto a 20 × 20 mm silicon wafer substrate so as to obtain a thickness of ∼400 nm. The substrate was then heated to 180°C for 10 min to remove the solvent; an electron beam current of ∼20 nA was used to write the desired pattern. Following exposure the resist was developed (MEK+MIBK+IPA) for 40 s. A thin 100 nm gold film was then deposited by thermal evaporation, followed by a lift-off process to leave the desired gold stripe grating; see Figure 1a .
FTIR Measurements. The IR transmission of the samples was determined using an FTIR setup (Fourier transform infared spectroscopy, Bruker V80). To acquire dispersion Figure 8 . Electric field distributions. Calculated normalized electric field distributions for light incident at θ = 1°and ϕ = 0°for the lower band edge (1817 cm −1 ) and the upper band edge (1847 cm −1 ). The plotted values are the magnitude (norm) of the electric field, relative to the incident field (these enhancements are higher than one would expect in the visible owing to the higher Q of these IR resonances). The discontinuity in the fields for z = 4.5 μm is due to the boundary between the PMMA and the air. Here β = 0°.
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Article curves, spectra were acquired for a range of incident angles, typically in the range −18°to +18°. All measurements were performed with a spectral resolution of 8 cm −1 and an angular resolution of 2°. To improve the signal-to-noise, averaging over 128 scans was carried out. An example of the measured transmittance spectra is shown in Figure 4 (right half).
Numerical Modeling. To model the response from our structures we employed finite-element modeling through the use of COMSOL Multiphysics. As for example in Figure 4 (left half), in the COMSOL calculations the modeling volume comprised a 3 μm layer of silicon overlain with a 100 nm gold grating, covered by a 1.5 μm layer of PMMA, and finally followed by a 3 μm air layer. Periodic boundary conditions were added in the grating (x) direction. For the meshing a minimum mesh element size of 0.22 nm was used, while the maximum mesh element size was 185 nm. A curvature factor of 0.2 was used to smooth the vertices so as to better represent the fabricated samples.
Material Parameters. For the frequency-dependent permittivity of both gold and PMMA we made use of Drude−Lorentz, , with f 0 = 0.0165 and ε b = 1.99. The parameters for silicon in the infrared are based on data compiled by Edwards 35 and are taken to be ε = 11.76 + 0.001i, while for air we took ε = 1.0.
